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REAL VISION TECHNOLOGY
Altavista HD is a Real Vision welding helmet. With advanced Real Vision Technology, the users can weld with improved clarity due to new complex coating 
technology, grind with precision while in grind mode and finally see the job performance in the light state in the full spectrum of colors. There is no 
need to remove the helmet to see clearly! Results are enhanced the weld quality, increased efficiency and improved safety because the users can see more.

ADF SAVING MODE
Altavista HD has Auto-on and Auto-off function and helps saving power consumption and extending the life of the ADF. When the ambient light is less than 3 
Lux switches off automatically while when the ambient light is above 10 Lux ADF switches on automatically and gets into stand-by mode. We recommend storing 
the helmet in the special bag once the work session has been completed in order to extend the life of the battery and of the filter.

EXTRA HEAT STABILITY
This function blocks the ADF in dark state when the working temperature hits the limit of 120°C. Considering that Altavista HD works with stability and with 
unchanged performance until 100°C, EXTRA HEAT STABILITY guarantees the safety of the welder even in very severe conditions.

FEATURES 
AND 
BENEFITS

Trouble                                                                Remedy
The ADF does not darken when 
                                              welding.                 -Stop welding or cutting immediately.
                                                                                -Make sure the sensors are facing the arc and no 
                                                                                  obstructions.
                                                                                -Check the mode that is on WELD not GRIND.
                                                                                -Review sensitivity recommendations and adjust 
                                                                                 sensitivity if possible.
                                                                                -Replace the battery if necessary.
The ADF stays dark after welding 
               or there is no arc present.               -Adjust the sensitivity to the lower level (level 1).
                                                                                -If the welding place is extremely bright, it is 
                                                                                 recommended to reduce the  surrounding light level.
The ADF switching during the welding.   -Increase the sensitivity if possible. 
                                                                                 Make sure the sensors are facing the arc and no 
                                                                                 obstructions.
                                                                               -Increase Delay 0.1 − 0.3 second may also reduce 
                                                                                 switching.
Inconsistent shade number on the 
                                        corner of ADF.           -It is a natural feature and will not be dangerous for 
                                                                                 the eyes. 
                                                                               -In order to get a maximum comfort, try to keep an 
                                                                                 view angle at around 90°.

LKM CODES
SPARE PARTS CODES
INNER PROTECTION LENS 106.5X66X89.8X1 mm (5PCS)        38005
OUTER PROTECTION LENS 114X133X1mm (5PCS)               38002
AUTO DARKENING FILTER ALTA VISTA ADF XA 5122D           32001
BATTERY  CR2450 LITHIUM                                38010
HEADGEAR   LKM SUPER COMFORT                           38007
SWEATBAND  SUPER COMFORT (2PCS)                        38009

TROUBLE 
SHOOTING

1. Helmet shell  AS-7000F
2. Block nut
3. Outer protection plate
4. Lens retainer
5. Magnifying lens holder
6. Retainer lock
7. Auto �lter XA  5122D
8. Sensitivity knob
9. WELD/GRIND button
10. Grind �ash
11. Delay knob
12. Shade range 9-13 switch
13. Inner protection lens
14. Battery

15. Battery holder
16. Block washer(on left)
17. Headgear slider (with 5 slots)
18. Headband tightness adjusting knob
19. Headband adjustment(back and forth)
20. Block washer adjustment(up and down)
21. Headband screw(long, on right)
22. Block washer (on right)
23.Segmental positioning plate (on right)
24. Headband adjusting buttons
25. Positioning point for the segmental plate
26. Positioning point for the segmental plate
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WELDING PROCESS
CoveredElectrode
MIG P late Welding
MIG SheetMetal
TIG
MAG
ArcGouging
Plasma Cutting
Plasma We lding
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The auto-darkening helmet needs little maintenance. Use a clean, soft piece of cloth moistened with soft soap / pure alcohol / commercial disinfectant to 
wipe the inside and the outside of the helmet. Dry storage.      Note:Do not immerse the helmet or ADF in water directly.MAINTENANCE
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1. ADF Cartridge size 114 x 133 x 9.5 mm  (4.5" x 5.25" )
2. LCD Viewing area 100 x 83.4 mm (3.94" x 3.28")
3. Light State Shade  DIN 4
4. Dark Variable Shades DIN 5-9 / 9-13
5. UV/IR Protection Up to DIN 15 at all times
6. Switching time (light to dark) 0.08ms
7. Delay time (dark to light) Adjustable (1-5 for 0.1-0.9s)
8. Sensitivity  Adjustable (1-5 for low-high)
9. Arc Sensors 4
10. Grind Function Yes  
11. Memory Settings 3
12. Power Supply Solar and CR2450 battery
13. Operating Temperature -10°C~65°C (14°F~149°F)
14. Inside PC lens 106 x 89.5 x 1 mm
15. Outside PC lens 114 x 133 x 1 mm (4.5" x5.25")
16. Standards CE EN379, ANSI Z87.1, CSA Z94.3,
 

Shade
Reading

Note: buttons on the left of 
the screeen need to be pressed 
twice to start any setting, 
otherwise they will not operate

FIG.1

17. Classification 1/1/1/1


